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STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Soak up with absorbant material and remove to closed container. Wash area with mild detergent and
water. Dispose of in accordance with local, state and federal EPA regulatioms.

WASTE DISPOSAL METHOD
Dispose of in accordance with Local, State and federal regulationms.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING
Keep away from children. Do not get in eyes, on skin or clothing. Do not take internally. Keep container closed when not in use.
Avoid breathing vapor. Wash thoroughly after handling and before eating or drinking. Use with adequate venilation.

OTHER PRECAUTIONS
No eating or drinking should be allowed in the vicinity of this material.
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RESPIRATORY PROTECTION

Use NIOSH approved respirator under appropriate OSHA standards and regulations. A combination of both proper ventilation and
respiratory protection would tend to eliminate most risks.

VENTILATION
Local exhause is recommended.

PROTECTIVE GLOVES
Impermeable recommended.

EYE PROTECTION
Solvent resistant safety eyewear with splash quards or side shields is recommended. Contact lenses should not be worm.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT

Bye vash facility and safety shower recommended. Use impermeable aprons and protective clothing whenever possible to prevent skin
contact.

WORK/HYGIENIC PRACTICES
wash hands with soap and water after using and before eating or drinking.

SECTION IX - REGULATORY INFORMATION ==z============

PROPER SHIPPING NAME
N/A

HAZARD CLASS :

N/A

UN/NA ID NUMBER :

N/A

NEW JERSEY/MASS./PA RIGHT TO KNOW

*** NO REPORTABLE QUANTITIES OF HAZARDOUS INGREDIENTS ARE PRESENT ***



